
HAWK POWER PENETRANT
TDS (Technical Data Sheet) 

Product and company identification:
   
Product Code - H00222
Trade Name - HAWK POWER PENETRANT
Manufacturer/Supplier - Hawk Lubricants SA (Pty) Ltd
   
Address: P. O. Box 755, Cramerview, 2060
   
T: +27 11 462 1730
F: +27 11 462 1693

Description:

HAWK Power Penetrant Spray is a very fast acting fluid designed to penetrate into rusted, seized or 
corroded nuts and bolts and provide sufficient lubrication to free these parts with little effort. HAWK Power 
Penetrant Sprays heavy duty formulation effectively penetrates and lubricates to free frozen components in 
all types of metal assemblies. 

Performance Properties:

• Fast acting spray.
• Frees rusted nuts and bolts.
• Heavy duty formulation.
• For use on all metal assemblies.

Directions for use:

Always shake the aerosol well before use. Ensure adequate ventilation before use. Spray HAWK Power 
Penetrant Spray directly onto the object you wish to release, wait a few moments to allow for adequate 
penetration and then continue to remove the component as normal. Make use of the attached straw for more 
accurate use.
 
Technical Properties:
   
Physical State  - Liquid.
Colour  - Pale Brown. 
Odour  - Mild.
pH  - Not soluble in water.
Boiling Range/Point (°C)  - Residual liquid: 170 to 215.
Flash Point (PMCC) (°C)  - < -18.
Explosion limits (%)  - 1.8 to 10.
Solubility in Water (kg/m3)  - Insoluble
Vapour pressure (kPa)  - 240 at 25 °C.
Density (kg/m3)  - 810.
Auto-flammability (deg C)  - 380.
Viscosity (cSt)  - 5 at 25 °C.

Disclaimer:

The above information is believed to be correct but does not purport to be all inclusive and shall be used only 
as a guide. This company shall not be held liable for any damage resulting from handling or from contact with 
the above product.  HAWK Automotive products is a division of ROCOL SA (PTY) LTD.


