
HAWK COOL STYLING (cherry & lavender)
TDS (Technical Data Sheet) 

Product and company identification:
   
Product Code - H00210 & H00200
Trade Name - HAWK COOL SYLING CHERRY/LAVENDER
Manufacturer/Supplier - Hawk Lubricants SA (Pty) Ltd
   
Address: P. O. Box 755, Cramerview, 2060
   
T: +27 11 462 1730
F: +27 11 462 1693

Description:

HAWK Cool Styling Spray is a silicone based cleaner that restores and protects your cars interior and 
exterior. HAWK Cool Styling Spray is specifically designed to UV protect and preserve vinyl, plastic, rubber, 
leather, and wood surfaces while leaving your car smelling great. 

Performance Properties:

• Silicone based cleaner.
• Restores vinyl, rubber, wood, plastic and leather.
• Protects against UV.
• Use on dashboards, tyres, Bumpers, rubbers, interior and exterior trim.

Directions for use:

Always shake the aerosol well before use. Ensure adequate ventilation before use. Spray HAWK Cool 
Styling onto the surface you wish to clean, leave for a few minutes and then buff with a soft cloth.

Technical Properties:
   
Physical State  - Liquid.
Colour  - Brown.
Odour  - Fresh.
pH  - 7 Neutral.
Boiling Range/Point (°C)  - Boils above 90.
Flash Point (PMCC) (°C)  - Below -50 °C.
Explosion limits (%)  - >1.4 to <9.4.
Solubility in Water (kg/m3)  - Insoluble
Vapour pressure (kPa)  - 250 at 25 °C
Density (kg/m3)  - 700.
Flammability   - Classified as "Highly Flammable" in the EEC. See Methods A10, A12 and 

    A13 of 84/449/EEC on the Material Safety Data Sheet.
Auto-flammability (deg C)  - 370.
Viscosity (cSt)  - 3 at 25 °C.

Disclaimer:

The above information is believed to be correct but does not purport to be all inclusive and shall be used only 
as a guide. This company shall not be held liable for any damage resulting from handling or from contact with 
the above product.  HAWK Automotive products is a division of ROCOL SA (PTY) LTD.


