
HAWK ENGINE FLUSH
TDS (Technical Data Sheet) 

Product and company identification:
   
Product Code - H00300   
Trade Name - HAWK ENGINE FLUSH
Manufacturer/Supplier - Hawk Lubricants SA (Pty) Ltd
   
Address: P. O. Box 755, Cramerview, 2060
   
T: +27 11 462 1730
F: +27 11 462 1693

Description:

HAWK Engine Flush once applied will assist in removing sludge build up in the engine. HAWK Engine Flush 
removes varnish and harmful deposits that build up in the engine after long running periods. HAWK Engine 
Flush is designed to clean and free piston rings, valves and hydraulic valve lifters. Hawk Engine flush will 
restore and improve compression and performance of the engine after the service.

Performance Properties:

• Improves engine performance.
• Removes harmful deposits engine.
• Removes varnish.
• Restores compression. 
• For smoother cleaner engine performance.

Directions for use:

Shake the bottle well before use. Add the contents of the bottle directly to the crankcase oil. Once added run 
the engine at fast idle for 15 minutes. After having run the engine for the required time and when the engine 
is at operating temperature drain the engine oil. Once drained replace the oil filter/s and fill the engine with 
new oil. In older vehicles we advise adding HAWK Smoke Stop to the new oil.

Technical Properties:
   
Physical State  - Liquid
Colour  - Pale. Brown
Odour  - Strong
pH  - Not soluble in water
Boiling Range/Point (°C)  - Residual liquid: 110 to 150
Flash Point (PMCC) (°C)  - Exceeds 62
Solubility in Water (kg/m3)  - Insoluble
Density (kg/m3)  - 800
Auto-flammability (deg C)  - Above 400
Viscosity (cSt)  - 40 at 25 °C

Disclaimer:

The above information is believed to be correct but does not purport to be all inclusive and shall be used only 
as a guide. This company shall not be held liable for any damage resulting from handling or from contact with 
the above product.  HAWK Automotive products is a division of ROCOL SA (PTY) LTD.


